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GENERAL NOTES

1. THE STRUCTURE WILL RETAIN EXISTING BRIDGE NUMBER

2. AT BRIDGE EXPANSION JOINTS, IF TEMPORARY EXPANSION JOINT BULKHEADS
ARE ATTACHED TO ADJACENT DECK SLABS OR ABUTMENTS FOR SUPPORT, THE
CONTRACTOR SHALL CUT THE ATTACHMENTS AS SOON AS THE CONCRETE HAS SET
TO PREVENT JOINT DAMAGE DUE TO HORIZONTAL CONTRACTION OR EXPANSION.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING UTILITY PROPERTY
DURING CONSTRUCTION OPERATIONS AS OUTLINED IN ARTICLE 107.31 OF THE
SRANDARD SPECIFICATIONS. A MINIMUM OF 48 HOURS ADVANCE NOTICE IS
REQUIRED FOR NON-EMERGENCY WORK. THE J.U.L.L.LE. NUMBER IS
800-892-0123.

&

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD OFFICE
ON STATE PROPERTY WITHOUT PERMISSION FROM THE DEPARTMENT.

5. WHEN ARTIFICIAL LIGHTING IS USED IN NIGHT OPERATIONS, THE CONTRACTOR
SHALL EXERCISE THE UTMOST PRECAUTIONS IN PREVENTING ADVERSE
VISIBILITY TO THE MOTORING PUBLIC AND ADJOINING RESIDENTIAL AREAS.

6. QUANTITIES FOR DECK SLAB REPAIR ARE APPROXIMATE. LOCATIONS WILL BE
DETERMINED BY THE RESIDENT ENGINEER FOLLOWING REMOVAL OF THE
HMA SURFACE COURSE AND HYDRO-SCARIFICATION. ACTUAL REPAIR LOCATIONS
SHALL BE SHOWN ON THE AS-BUILT PLANS.

7. ACCESS SHALL BE PROVIDED AT ALL TIMES TO PROPERTIES ABUTTING THE
PROPOSED IMPROVEMENT.

8. FOR PAVEMENT MARKING, REFER TO DISTRICT ONE TYPICAL MARKINGS FOR
DETAILS NOT SHOWN.

9. MATCH EXISTING PAVEMENT MARKINGS AT PROJECT LIMITS,

10. THE RESIDENT ENGINEER SHALL CONTACT THE TRAFFIC CONTROL SUPERVISER
AT (84T) 705-4470 A MINIMUM OF 72 HOURS PRIOR TO THE PLACEMENT OF ANY
TEMPORARY TRAFFIC CONTROL DEVICES.

11. THE RESIDENT ENGINEER SHALL CONTACT MS. DEBBIE HANLON, AREA TRAFFIC
FIELD ENGINEER AT (847) 438-2300 TWO WEEKS PRIOR TO THE INSTALLATION OF
PERMANENT PAVEMENT MARKINGS.

12. BUTT JOINTS WILL BE INSTALLED AT THE ENDS OF ALL RESURFACING (WHERE
RESURFACING MEETS EXISTING PAVEMENT), IN ACCORDANCE WITH THE “BUTT
JOINT AND HMA TAPER DETAILS” SHEET INCLUDED IN THE PLANS,

UNLESS OTHERWISE SPECIFIED.
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